Fall Protection Consulting, Weekly Safety Inspection Report





JOB NO/SITE			       	JOB NAME: 					


SUPERINTENDENT: 					DATE:	


PERSON MAKING INSPECTION PER: WAC 296-155-110		CRAIG CARLSON


	COLUMN	A = Adequate at time of inspection


			B = Needs consideration


			C = Needs immediate attention


			 N/A= Not applicable


							          A	      B	  C      N/A	Action Taken


1. Job Information	�
�
�
�
�
�
�
DOSH required posters     			�
�
�
�
�
�
�
Emergency contact numbers posted     		�
�
�
�
�
�
�
Phone no. for the nearest medical center posted?					�
�
�
�
�
�
�
Toolbox safety meeting talks up to date? On Site?�
�
�
�
�
�
�
�
�
�
�
�
�
�
2. Housekeeping�
�
�
�
�
�
�
General neatness of work area?		�
�
�
�
�
�
�
Projecting nails removed or bent over?	�
�
�
�
�
�
�
Waste containers provided and used?	�
�
�
�
�
�
�
Passageways and walkways clear?�
�
�
�
�
�
�
Cords and leads off of the floor?�
�
�
�
�
�
�
		�
�
�
�
�
�
�
3. Fire Prevention	�
�
�
�
�
�
�
Adequate fire extinguishers, checked and accessible?�
�
�
�
�
�
�
Phone no. of fire department posted?	�
�
�
�
�
�
�
“No Smoking” posted and enforced near flammables?�
�
�
�
�
�
�
�
�
�
�
�
�
�
5. Steel Erection Activities WAC Chapter 296-155 - Part P�
�
�
�
�
�
�
Written notifications that concrete footings, piers and walls have attained either: Seventy-five percent of the intended minimum compressive design strength; or sufficient strength to support the loads imposed during steel erection.�
�
�
�
�
�
�
Multiple lift rigging procedure followed	�
�
�
�
�
�
�
Steel erection must be done under the supervision of a    competent person who is present at the worksite�
�
�
�
�
�
�
Structural steel assembly guidelines followed 		�
�
�
�
�
�
�
Column anchorage 4 bolt minimum 42-45” above finished floor�
�
�
�
�
�
�
Column splices 42-45” above finished floor�
�
�
�
�
�
�
Beams 2 bolt minimum per connection�
�
�
�
�
�
�
Open web steel joists , welded or bolted before release�
�
�
�
�
�
�
Site layout, site-specific erection plan�
�
�
�
�
�
�
Falling object protection�
�
�
�
�
�
�
Site layout Adequate access roads into and through the site for the safe delivery�
�
�
�
�
�
�
Double connections, at least one bolt. Seat lug or equivalent device is used, the seat (or device) must be designed to support the load during the double connection process�
�
�
�
�
�
�
6. Reinforcing Steel Activities�
�
�
�
�
�
�
Positioning belts used properly?�
�
�
�
�
�
�
Rebar Caps in Place?			�
�
�
�
�
�
�
# 9 wire not a hazard?�
�
�
�
�
�
�
Proper lifting techniques observed? �
�
�
�
�
�
�
Gloves used �
�
�
�
�
�
�
Rebar columns/walls secured from collapsing�
�
�
�
�
�
�
�
�
�
�
�
�
�
6. Fall Protection�
�
�
�
�
�
�
Safety rails and cables are secured properly?�
�
�
�
�
�
�
Employees have D-ring of belts in center of back?					�
�
�
�
�
�
�
Employees exposed to fall hazards are tied off?�
�
�
�
�
�
�
Employees below protected from falling objects?						�
�
�
�
�
�
�
Horizontal Lifelines properly installed i.e. Fall Distance? �
�
�
�
�
�
�
�
�
�
�
�
�
�
7. Ladders		�
�
�
�
�
�
�
Ladders extend at least 36” above the landing?�
�
�
�
�
�
�
Ladders are secured to prevent slipping, sliding or falling?�
�
�
�
�
�
�
Ladders with split or missing rungs taken out of service?�
�
�
�
�
�
�
Stepladders used in fully open position?�
�
�
�
�
�
�
No step at top two rungs of stepladder?�
�
�
�
�
�
�
�
�
�
�
�
�
�
8. Scaffolding		�
�
�
�
�
�
�
All scaffolding inspected daily?�
�
�
�
�
�
�
Erected on sound rigid footing?�
�
�
�
�
�
�
Tied to structure as required?		�
�
�
�
�
�
�
Guardrails, intermediate rails, toe boards and screens in place? 				�
�
�
�
�
�
�
Planking is sound and sturdy?�
�
�
�
�
�
�
Proper access provided?�
�
�
�
�
�
�
Employees below protected from falling objects?						�
�
�
�
�
�
�
�
�
�
�
�
�
�
9. Floor & Wall Openings	�
�
�
�
�
�
�
All floor or deck openings are planked over or barricaded?�
�
�
�
�
�
�
Perimeter protection is in place?		�
�
�
�
�
�
�
Deck planks are secured?			�
�
�
�
�
�
�
Materials stored away from edge?�
�
�
�
�
�
�
			�
�
�
�
�
�
�
10. Trenches, Excavation & Shoring	�
�
�
�
�
�
�
Competent person on hand?�
�
�
�
�
�
�
Excavations are shored or sloped back?�
�
�
�
�
�
�
Materials are stored at least two feet from trench?�
�
�
�
�
�
�
Ladders provided every 25 feet in trench?					�
�
�
�
�
�
�
Equipment is a safe distance from edge of trench or              excavation?			�
�
�
�
�
�
�
�
�
�
�
�
�
�
11. Material Handling�
�
�
�
�
�
�
Materials are properly stored or stacked?		�
�
�
�
�
�
�
Employees are using proper lifting methods�
�
�
�
�
�
�
Tag lines are used to guide loads?	�
�
�
�
�
�
�
Proper number of workers for each operation?	�
�
�
�
�
�
�
�
�
�
�
�
�
�
12. Welding & Burning	�
�
�
�
�
�
�
Gas cylinders stored upright?�
�
�
�
�
�
�
Proper separating distance between fuels and oxygen?	�
�
�
�
�
�
�
Burning/welding goggles or shields are used?	�
�
�
�
�
�
�
Fire extinguishers are nearby?		�
�
�
�
�
�
�
Hoses are in good condition?			�
�
�
�
�
�
�
�
�
�
�
�
�
�
13. Cranes�
�
�
�
�
�
�
Outriggers are extended and swing radius barricade in place?�
�
�
�
�
�
�
Operator is familiar with load charts?	�
�
�
�
�
�
�
Hand signal charts are on crane?		�
�
�
�
�
�
�
Crane operators logs are up-to-date?�
�
�
�
�
�
�
Employees kept from under suspended loads?�
�
�
�
�
�
�
�
�
�
�
�
�
�
14. Personal Protective Equipment�
�
�
�
�
�
�
Hard hats are being worn?�
�
�
�
�
�
�
Safety glasses are being worn?		�
�
�
�
�
�
�
Respirators are used when required?�
�
�
�
�
�
�
Hearing protection being worn when required?�
�
�
�
�
�
�
Traffic vests being worn?	�
�
�
�
�
�
�
�
�
�
�
�
�
�
16. Unsafe Acts or Practices Observed (List):______________________________________________


___________________________________________________�
�
�
�
�
�
�



Comments/Concerns													


														





														





														





														





														





														





														





														





Signature									Date				
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